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PROLOGUE 

      

SJT-YBA-V13 elevator voice announcement is an upgraded version of V12. V13 has the 

full functions of V12. This voice announcement system bases on the CAN cable 

ŜƭŜǾŀǘƻǊ ŎƻƴǘǊƻƭ ǎȅǎǘŜƳ ƻŦ ƻǳǊ ŎƻƳǇŀƴȅΦ Lǘ ŘƻŜǎƴΩǘ ƻƴƭȅ ƘŀǾŜ ōŀǎƛŎ ŦǳƴŎǘƛƻƴǎ ƻŦ ƎŜƴŜǊŀƭ 

voice announcement, but also have simple wiring and configuration, nice appearance. 

The main technical characteristics are as follows:  

1. Adopting build-in FLASH memory voice module, the voice is in MP3 form, sound is 

similar to CD. It is of better compatibility and smaller occupied capacity, and is 

easier to make. As the carrier of the voice file, the build-in FLASH memory has high 

performance, high security, and the voice update is very convenient, you only need 

to connect the module to computer with USB port.  

2. 5ǳǊƛƴƎ ǘƘŜ ǎȅƴǘƘŜǎƛǎ ŀƴŘ ǊŜŎƻǊŘ ƻŦ ǾƻƛŎŜΣ ƛǘ ŀŘƻǇǘǎ άDh[5²!±9έ ǇǊƻŦŜǎǎƛƻƴŀƭ ǾƻƛŎŜ 

software to process the audio. Special voice content could be composed by 

customer or our company. The procedure of realization of such function is only to 

input the voice files into the FLASH memory by the rules, which shortens the 

delivery time.  

3. SCM adopts STM8S208R8 of STMicroelectronics. 
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1. Main Features 

 Reliable performance, interference-free  

 Convenient installation, commissioning-free 

 Announcement of elevator running direction and floor 

2. Structure Diagram and Principle 

  The diagram of the SJT-YBA-V13 components is as follows: 

 

Figure 1 System Structure Diagram 

2.1 Principle 

The shell of SJT-YBA-V13 elevator voice announcement is made of plastic. The main control 

MCU is STM8S208. WT2003 voice module transfer its inner voice files to analog voice signals 

through operational amplifier. It is transmitted to speaker, then gives out euphonic sound. All voice 

files are stored in the internal serial flash, and use USB port for file replacement. 

The working principle is as follows: after the voice announcement communicates with the 

elevator control system, it receives the elevator data through CAN bus in real time, and controls 

the voice chip to decode the audio file according to the landing information, and drives the speaker 

through the power amplifier circuit to realize the speech broadcast of the corresponding floor 

station. 

 



                                                             
SJT-YBA-V13 Voice Announcement Device User Manual 

 4 

3. Configuration and Installation 

3.1 Structure Diagram 

3.1.1 Dimensions 

                                
Figure 2 Plane layout 

 

3.1.2 Front and back layout 

 

                              

Figure 3 Front and back layout 
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3.2 Input terminals Definition  

 

 

Table 1 definition of terminal 

Name Type Describe Explain 

JP1 5.08-4P 
Power supply  

and CAN interface 

+24V GND C+ C- 

24V Input GND Input CANH CANL 

SPK 

2.54-2P Speaker interface 
The default speaker interface(XHS-2P) with 4 Ohm 3W 
speaker 

3.5mm  
3.5mm audio 

interface 
Reserve 3.5mm audio interface and cannot be used with 
2.54-2 interface at same time. 

USB Mini-USB USB Interface For file replacement 

MENU Key Menu button 
Press the MENU key (>3s) to enter setting mode, and 
then press the menu key to switch the menu. 

SET Key Set button Press SET key to configure parameters in setting mode 

3.3 Wring diagram of serial communication system 

The upper part in Figure 4 is terminals on voice announcement device, the lower part is terminals 

of traveling cable, please connect them as shown in follows:  

 

+24V GND C+ C-

+24T GND1 C+ C-

Terminal Block of 

Annoucement

Traveling Cable

 

Figure 4 Wiring Diagram 
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4.6 Door open/ close announcement function 

4.6.1 Select the door open/close announcement function or not by setting 

menu. 

4.6.2 When system outputs door open signal, it announces ǾƻƛŎŜ άOpen ŘƻƻǊέΦ 

After that, if the door open signal re-output, the voice will be announced again. 

4.6.3 when system outputs door close signal, it announces ǾƻƛŎŜ άClose doorέΣ 

if there is car call been registered before door closing, it will announce running 

ŘƛǊŜŎǘƛƻƴ ŦƛǊǎǘΣ ǘƘŜƴ ŀƴƴƻǳƴŎŜ άClose ŘƻƻǊέΦ 

4.7 Broadcasting Running Direction 

4.7.1 While door keeps open and there is a call registered, it will announce 

ǇǊŜǇŀǊŜ ǊǳƴƴƛƴƎ ŘƛǊŜŎǘƛƻƴ ŀǎ άGƻƛƴƎ ǳǇέ ƻǊ άGƻƛƴƎ ŘƻǿƴέΦ 

4.7.2 When door is at closing process, there is door open signal comes from 

door open button or door sensor, it will announce the running direction prepared 

gain. 

4.7.3 If the door keeps open, after announcing the running prepared direction, 

20 seconds later, it will be announced again. 

4.8 The Announcement for Overload Function 

4.8Φм LŦ ǘƘŜǊŜ ƛǎ ŀƴ ƻǾŜǊƭƻŀŘ ǎƛƎƴŀƭΤ ƛǘ ǿƛƭƭ ƎƛǾŜ ŀ ǾƻƛŎŜ άŎŀǊ ƛǎ ƻǾŜǊƭƻŀŘ ƴƻǿέ. 

4.8.2 LŦ ǘƘŜ ŎŀǊ ŀƭǿŀȅǎ ƎŜǘǎ ƛƴ ƻǾŜǊƭƻŀŘ ǎǘŀǘǳǎΣ ƛǘ ǿƛƭƭ ŀƴƴƻǳƴŎŜ άŎŀǊ ƛǎ ƻǾŜǊƭƻŀŘέ 

in every 20 seconds. 

4.9 The Announcement for Elevator in Fire Service Status 

4.9.1 When elevator is ƛƴ ŦƛǊŜ ǎǘŀǘǳǎΣ ƛǘ ǿƛƭƭ ŀƴƴƻǳƴŎŜ άŦƛǊŜ ŀƭŀǊƳ! Get out 

ŜƭŜǾŀǘƻǊ ƛƳƳŜŘƛŀǘŜƭȅέ 

4.9.2 If elevator is in fire status all long, it will announce the alarm voice in 

every 20 seconds. 

4.10 The Announcement for Elevator in Sliding Status 

4.10Φм ²ƘŜƴ ŜƭŜǾŀǘƻǊ ƛǎ ƛƴ {ƭƛŘƛƴƎ ǎǘŀǘǳǎΣ ƛǘ ǿƛƭƭ ŀƴƴƻǳƴŎŜ ά9ƭŜǾŀǘƻǊ ŦŀǳƭǘΗ DŜǘ 

out elevator immediateƭȅέ 

4.10.2 If elevator is in sliding status all long, it will announce the alarm voice 

in every 20 seconds. 
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5. Commissioning Instruction 

5.1 Setting Menu 

Setting Mode：The voice station is installed successfully, after the power 

supply, you will hear " Operation  mode ", in this state, long press the Menu key 

3S and then release, you will hear the "setting mode", enter the set mode. 

In the setting mode, click the Menu button to switch the menu, click the Set 

button to switch settings options, menu and settings options have voice prompts, 

the specific content is as follows: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 5 Setting Menu 

Operation mode：In the setting mode, long press the Menu key 3S and then 

release, will hear the "operation mode" voice, enter the operation mode. If in the 

set mode, more than 60s, no key press, will automatically withdraw from the set 

mode, enter the operation mode. 

Menu 1：Voice configuration 
Press the Menu key 
Enter next menu 

Press the SET key to switch 
Voice A/Voice B 

Menu 2：Background configuration 
Press the Menu key 
Enter next menu 

Press the SET key to switch 
No Background/Use 

Background 

Menu 3：Ding-Don g configuration 
Press the Menu key 
Enter next menu 

Press the SET key to switch 
Use Ding-Dong/No Ding-Dong 

Menu 4：Open Close Door configuration 
Press the Menu key 
Enter next menu 

Press the SET key to switch 
No Open Close Door/Use Open 

Close Door 

Menu 5：Sliding configuration 
Press the Menu key 
Enter next menu 

Press the SET key to switch 
No Sliding/Use Sliding 

Menu 6：Volume configuration 
Press the Menu key 
Enter next menu 

Press the SET key to switch 
Level 1 to Level 5 Volume 
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5.2 Voice File Self-Studying 

When the voice station is installed successfully, Presse the Menu key and the 

Set key before the power is on, and then the power is switched on. When the 

green work light D6 blinks, release the Menu key and the Set key, voice file self-

studying begins. [Note 1]. 

After entering the voice file self-studying mode, the voice station will learn 

the file information in the WT2003 voice module. After changing the file 

information in the WT2003 voice module, it is necessary to do a voice  file self-

studying again. 

When the study is completed and successful, you will hear "voice file update 

success" [Note 2], and "operation mode". If the learning fails, it will not emit any 

sound, and the program reset. 

 

[Note: 1] rewriting voice station program, the next power will automatically 
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and έ/-άΦ 

5.4.3 if all indicators are working properly, but cannot listen the voice, please 

check voice box, adjust the volume properly, or process the voice file self-studying. 

6. Ordering Information 

We can provide the announcement as your special requirement. For your 

convenience, please fill out the order information card carefully before you order the 

voice announcer. Our company will record the corresponding voice and audio file for 

you according to your request. 

 

Appendix I  Update Instruction of Voice Files 

1. Connect WT2003 Module to PC with USB cable, then a removable disk appears on 

MyComputer. 

2. Copy the corresponding voice files to the root directory of the removable disk. The name 

rule of the voice files as follows, 

CS#5#****.mp3

C means Chinese voice

E means English voice

Voice File Type Number

S(Sound)                  Floor Voice

B(Background music)  Background music

F(Function)                    Special Voice

S###-SZZO          Floor Voice Range

B000-B999          Background Music Range

F000-F999          Special Voice Range

Any Character, not Necessary

Saved as MP3 Format
 

¢ƘŜ ƭŀǎǘ о ōƛǘǎ ƛƴ Ψ{ІрІΩ όІрІύ ŀǊŜ ŎƻǊǊŜǎǇƻƴŘƛƴƎ ǘƻ о ōƛǘǎ ǎŜǘǘƛƴƎ ŘƛǎǇƭŀȅΦ ¢ƘŜ ǎŜǘǘƛƴƎ ǊŀƴƎŜ ŀǎ 

follows: 

 0 1 2 3 4 5 6 7 8 9 10 11 12 13 
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3(CB000_***.mp3, CB001_***.mp3, CB002_***.mp3). If you have any special requirements, 

please contact us. 

Special Voice Address: 1000 for Chinese ( CF000-CF999), 1000 for English (EF000-EF999). 


